
4,200 Lumens /XGA/ 3LCD 
Accepts inputs up-to 4K@60Hz
Simple and elegant OSD design

20,000 hrs

WIRELESS

INPUT

4.2K LUMENS

25,000:1

WXGA

Correction
4 Corner

Projection distance *All measurements are approximate and may very from the actual sizes. 

*specifications subject to change without notice.

Specification
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SO422WM

20,000 hrs

 Model SO422WM

Optical Spec.

Brightness (Lumens) 4200

Display Technology 3LCD

Contract Ratio 25,000:1

Resolution WXGA (1280 x 800)

Lamp Consumption 240W

Noise ECO: MAX 35dB, Normal: 39dB

Lamp Life time 10,000H(Normal) /20,000H(ECO)

Aspect Ratio 16:10(Standard) / 4:3 (Compatible)

Projection Lens

Zoom/Focus Manual

Zoom Ratio 1.2x optics

Throw Ratio 60"@1.88m；1.46~1.76：1

F F:1.6~1.76

f f=19.158~23.018mm

Screen Size (30"~300")  0.927~11.504m

Generic Spec.

Speaker 1*10W

Scanning Frequency HSync Frequency 15~100KHz  / VSync Frequency 48~85Hz

Computer Signal Input PC, VGA, SVGA, XGA, SXGA,WXGA,UXGA,WUXGA, Mac, 4K@60Hz

Power Consumption 340W

ECO Standby Mode

Power Consumption
<0.5W

Keystone Correction V: ±30°, H: ±30°, 4 Corner Keystone

OSD(Languages)
9 languages: English, French, Spanish, Portugese,

Simplified Chinese, Korea, Russian, Arabic, Vietnamese

Input Terminals HDMI x2,  USB-A x1

Output Terminals Audio out (mini-jack,3.5mm) x1

Other Terminals RS-232 x1, RJ45 x1(for control)

Mechanical Spec.

Power Requirement AC 100 – 240 V~, 50-60 Hz

Net. Weight(KG) 3.1kg

Max Dimensions 345(W) x 261(D) x 99(H) mm

Standard Accessories

Standard Accessories Power cord, HDMI cable, Remote control, Service Card, QSG

Screen size

(inch)

Width

(m)

Height

(m) Wide Tele Wide Tele

30 0.646 0.404 0.927 1.125 0.953 1.156

60 1.292 0.808 1.883 2.278 1.935 2.341

80 1.723 1.077 2.520 3.047 2.590 3.131

100 2.154 1.346 3.158 3.816 3.245 3.921

150 3.231 2.019 4.750 5.737 4.882 5.896

200 4.308 2.692 6.347 7.664 6.525 7.877

250 5.385 3.365 7.948 9.582 8.168 9.847

300 6.462 4.039 9.530 11.504 9.794 11.823

SO422WM

Model Screen size
Projection distance

Standard 16:10 Compatible 16:9



 

 

20,000
hours
(ECO)

2,500
days

(*1 day for 8 hours)

6.8
years

 Reduction of maintenance by Long Life Lamp 

 Immersive Audio Experience with HDMI ARC

 Immersive Audio Experience with HDMI ARC

High Brightness & Stunning Image Quality

Built-in Innovative Long Life Lamp achieves longer life time of 2.5 times at Normal mode and 2 times at 
Eco mode than conventional models'. It offers a Total Cost of Ownership (TCO) reduction considerably.

With HDMI ARC (Audio Return Channel) technology, a single HDMI cable is all you need to transmit 
high-quality audio and video from multiple sources simultaneously. 

Say goodbye to complicated wiring and effortlessly create a clean, minimalist space.

4K

With up to 4200 ANSI lumens (XGA) , a 25,000:1 contrast ratio and 4K@60Hz signal input supported. 
The SO422WM delivers bright, sharp images with deep blacks and vibrant colors, ensuring exceptional 
clarity in any environment.

SO422WM

Conventional model 
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Supports optional WiFi dongle for effortless wireless screen sharing, compatible with Windows, 
Android, and Mac OS. Enhance your presentations and collaboration with a cable-free experience.

 

 Advanced Image Correction.     

Supports four-corner correction and manual keystone adjustment for perfectly aligned visuals.

Horizontal/Vertical Keystone 4 Corner Keystone

 Network & Wireless Control Support

SO series is suitable for education and corp. market such as classrooms and conference rooms since 
they are compact and easy to install with Auto set up function, Horizontal and Vertical Keystone 
Correction, and Corner correction.

It provides a mainstream interface (HDMI) to deliver high-quality video and audio for clear 
presentations and multimedia playback.

 Interfaces 

- Classrooms

- Conference rooms

USB-A

AUDIO OUT

RS-232C

HDMI 1/ HDMI 2
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